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FEATURES 

◆Lens Brand： ZLKC 

◆1.1″C-Mount 35mm F2.8 

◆Compatible withφ17.6mm Sensor 

◆Excellent image uniformity 

◆Low distortion, High resolution 

◆camera and linear array camera 

SPECIFICATION 

 

1.1″ 35mm F2.8 Marco Lens C Mount 

Model TM3528MP12 

Image Size 1.1-inch 

Focal length 35mm 

F No. F2.8-16 

Distortion <0.05% 

Operation 
Iris Manual 

Focus Manual 

Mount C-Mount 

Dimension Φ31×69.6mm 

Filter M27.5x 0.5 

Working Temperature -20ºC ～ +60ºC 

Working 

Distance(mm) 

Optical 

Magnification 

1.1"（Φ17.6）Field of 

View 

1"（Φ16）Field of 

View 

2/3"（Φ11）Field of 

View 

H V H V H V 

150 -0.25X 56.3 42.2 55.6 41.7 38.6 28.9 

125 -0.3X 46.9 35.2 42.6 32 29.6 22.2 

110 -0.35X 40.2 30.1 36.5 27.4 25.3 19 

97 -0.4X 35.2 26.4 32 24 22.2 16.6 

87 -0.45X 31.2 23.4 28.4 21.3 19.7 14.8 

78 -0. 5X 28.1 21.1 25.6 19.2 17.6 13.3 

73 -0.55X 25.6 19.2 23.2 17.4 16.1 12.1 

67 -0.6X 23.4 17.6 21.3 16 14.8 11.1 

63 -0.65X 21.6 16.2 19.6 14.7 13.6 10.2 

59 -0.7X 20.1 15 18.2 13.7 12.6 9.5 


